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S & SG 系列手持式电动螺丝刀
PEDIII/FEDIII系列控制器搭配空心杯直流电机的手持式电动螺丝刀
Manual operation type driver tool of coreless DC motor for PEDIII/FEDIII series controller

PEDIII/FEDIII系列控制器搭配S & SG系列电动螺丝刀，用户只需设定目标扭矩，无论任何不同的螺丝、工件、摩擦系数
或连接特性，都能确保准确可靠的螺丝拧紧质量。

Connect the tool to PEDIII/FEDIII series controller.

Set tightening torque value digitally.

And all the rest are taken care automatically, and the torque is 

applied correctly and reliably, regardless of difference of screws 

and components, friction or joint characteristics.

Manual operation type driver tool for PEDIII/FEDIII series controller

PEDIII/FEDIII 系列控制器搭配手持式电动螺丝刀

Standard tool line-up with Ø4 D-cut bit chuck.

全系列扭矩覆盖
50 gf.cm ~ 8.5 kgf.cm 

Tool line-up
Covering 50 gf•cm to 8.5 kgf•cm 
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标准款 直型

定制款 L型

定制款 Z型

Standard Straight Type

Special L-shape LM Type

Special Offset Z-shape ZM Type
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标准型号一览

Standard Model Tool Line-up

S/SG 系列手持式电动螺丝刀 S/SG Series Manual Operation Type Tool

适用于S/SG系列电动螺丝刀的PEDIII/FEDIII系列控制器

PEDIII/FEDIII Series Controller For S/SG Series Tool

匹配控制器型号 PEDIII/FEDIII 系列

马达类型 空心杯直流马达

编码器 光学式 12脉冲分辨率

匹配批头 Ø4 半月型批头

标准配置
1 x DC33f (3M) 连接线缆
1 x 套筒弹簧
1 x 挂钩

选配
批头
套筒
批头中心套（无需套筒时）

保修期 交货后半年内

共同规格

Applicable Controller Model PEDIII/FEDIII Series

Motor Type Coreless DC motor

Encoder
Optical
Resolution 12 pulses

Applicable Bit Ø4 mm D-cut shank bit

Including
1 x DC33f (3M) cable
1 x Sleeve Spring
1 x Hanger

Optional
Bit
Sleeve
Bit Center (when no sleeve is required)

Warranty Period 6 months after delivery

Tool Common Spec Outline

系列
扭矩设定范围

型号

标准型号 防静电型号

kgf·cm Nm 无批头缓冲 有批头缓冲 无批头缓冲 有批头缓冲

600 0.05 - 0.60 5 - 59 mNm S-600A-SDr S-600A-FDr SG-600A-SDr SG-600A-FDr

1200 0.30 - 1.20 29 - 118 mNm S-1200A-SDw S-1200A-FDw SG-1200A-SDw SG-1200A-FDw

2200 0.60 - 2.20 59 - 216 mNm S-2200A-SDw S-2200A-FDw SG-2200A-SDw SG-2200A-FDw

3600 1.00 - 3.60 98 - 353 mNm S-3600A-SDw S-3600A-FDw SG-3600A-SDw SG-3600A-FDw

5500 1.50 - 5.50 147 - 539 mNm S-5500A-SDw S-5500A-FDw SG-5500A-SDw SG-5500A-FDw

8500 2.00 - 8.50 196 - 833 mNm S-8500A-SDw S-8500A-FDw SG-8500A-SDw SG-8500A-FDw

Torque
Family

Torque Setting Range
Model Name

Standard Type ESD Type

kgf·cm Nm Without Bit Cushion With Bit Cushion Without Bit Cushion With Bit Cushion

600 0.05 - 0.60 5 - 59 mNm S-600A-SDr S-600A-FDr SG-600A-SDr SG-600A-FDr

1200 0.30 - 1.20 29 - 118 mNm S-1200A-SDw S-1200A-FDw SG-1200A-SDw SG-1200A-FDw

2200 0.60 - 2.20 59 - 216 mNm S-2200A-SDw S-2200A-FDw SG-2200A-SDw SG-2200A-FDw

3600 1.00 - 3.60 98 - 353 mNm S-3600A-SDw S-3600A-FDw SG-3600A-SDw SG-3600A-FDw

5500 1.50 - 5.50 147 - 539 mNm S-5500A-SDw S-5500A-FDw SG-5500A-SDw SG-5500A-FDw

8500 2.00 - 8.50 196 - 833 mNm S-8500A-SDw S-8500A-FDw SG-8500A-SDw SG-8500A-FDw

防静电方案
防静电型号配有批头旋转导
通机构。

防冲击
螺丝着座时，冲击力控制在目标
扭力内，不会造成工件损坏。

真空吸取螺丝
可在电动螺丝刀前端安装套筒（吸嘴），用于真空吸
取螺丝。

双轴承机构
采用双轴承机构，减少了批头摆动，保证良好同心度。

批头缓冲机构
可选带批头缓冲机构（弹簧传动轴）型号。

适用于净化间
适用于净化间使用(100 级或同等级别)。

主板内存芯片
记录了包含ID信息和输出扭矩特性的存储器。

特殊定制服务
可根据项目要求特殊定制电动螺
丝刀，如  Z  型和  L  型。

批头卡盘
所有型号都带有快速释放球夹
头，适配Ø4半月型批头，便于
钻头的安装和更换。

E SD t y p e e q u i p p e d w i t h 
Continuous Bit Grounding 
Mechanism is available in 
standard line-up.

There will be no damage on 
your precious components, 
thank s to low iner tia and 
shock-free process control.

Sleeve can be attached to the tool, for pick-up of 
screw by vacuum air.

Bit swing is minimized and centering is maintained, 
thanks to double-bearing mechanism.

Model equipped with Bit Cushion Mechanism 
(spring loaded drive shaft) is available in stan-
dard line-up.

Suitable for clean room use (Class 100 or 
equivalent).

Carrying a memory containing ID info and 
output torque characteristics.

Custom-design tool to just fit 
your application, on request, 
such as L-shape, of fset Z-
shape tool etc.

All models come with quick-
release ball chuck for  Ø4 D-
cut shank bit, which enables 
eas y b i t  ins t a l lat i o n an d 
replacement.

ESD Solution

Shock-free

Screw Pick-up By Vacuum

Double-bearing Mechanism

Bit Cushion Mechanism

For Clean Room

Memory Onboard

Custom-design
On Request

Bit Chuck
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It’s

LED
当螺丝拧紧发生错误时，L  E  D 就 会 亮 起。

LED turns on when an error took place duing screw 
tightening.

LED




